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We Are Sourcing All Materials From Dubai
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Electricals Accessories & P.V.C. Flexible Wire, Cable Markers, Cable Tles, Brass Cable Glan
Cable Lugs, Industrial Plug, Socket ST.ST C/Tiesm ST.ST.P.V.C. Coated C/Ties, Panel

Trunking, Insul Terminals All Types, Heat Shink Sleeves, P.V.C. Sleeves & All Panel Accessories

Cable Glands

Cable Lungs Reducing Links
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Tinned Copper Tubular Cable Lungs
( Without Inspection Hole )

Material: E-Copper e Finish : Electro Tinned

Cable | Stud Product
mm? | HoleE [“A T [ D [ 5 [ 7| Code
25 g 24 4 10 8 22

BNL2:5-5
- 5.3 3l 4.8 10 22 HNL 4-5
6 5:3 3.8 55 10 28 HNL 6-5

6.5 3.8 55 10

8.5 3.8 55 12

10.5 3.8 6 145 34 HNL6-10

13 3.8 6 17 37 HNL6-12

10 5:3 45 6.2 10 10 26 HNL10-5
6.5 45 20N 10 10 26 HNL10-6

8.5 45 6.2 12 10 29 HNL10-8
10.5 45 7 15 10 34 HNL 10-10
13 45 7 17 10 38 HNL 10-12

16 5:3 54 2| 105 13 || 305  HNL16-5
6.5 54 LU (S0 13 305 HNL16-6

8.5 54 T 12 13 33 HNL16-8

23 HNL 6-6
2 HNL 6-8

10.5 54 7.6 15 13 38 HNL 16-10 e | H 4
13 54 7.6 17 13 42 HNL16-12 R _.’l

25 5.3 68 88 125 13 315 HNL255 q = - E

6.5 6.8 8.8 || 125 13 315 HNL25-6 = f_ ____________ :
8.5 6.8 88 125 13 33 HNL25-8 ,’ij :- E
10.5 6.8 8.8 15 13 39 HNL25-10 R % J

13 6.8 25 18 13 43 HNL 25-12

15 6.8 25 21 13 45 HNL 25-14

35 6.5 82 106 15 15 38 HNL35-6
8.5 82 106 15 15 42  HNL 35-8

10.5 82 106 15 16 47 HNL 35-10

13 8:2 | 106 47 15 51 HNL35-12

15 82 | 106 214 15 51 HNL35-12

50 6.5 H 12 17.2 17 44  HNL 50-6
85 Y fef 12 152 17 44  HNL 50-8

10.5 9.5 12 172 17 49 HNL 50-10

13 9.5 12 20.5 17 53.5 HNL 50-12
15 925 12 23 17 545 HNL 50-14
70 6.5 11.3 146 21 21 48 HNL 70-6
85 11.3 146 21 2.1 48 HNL 70-9
10.5 11.3 146 21 21 53 HNL 70-10
13 11.3 146 21 21 55 HNL 70-12
15 11.3 146 22 21 63 HNL 70-14
25 8.5 135 17 245 23 55 HNL 95-8
10.5 13.5 17 245 24 56 HNL 25-10
13 13.5 17 245 24 58 HNL 95-12
15 135 17 245 24 66 HNL 95-14
17 135 1 17/ 26 24 66 HNL 95-16
21! 13.5 17 28 24 67 HNL 25-20 Note: All Dimensions in mm




Tinned Copper Reducing Links

Material: E-Copper e Finish : Electro Tinned

Cable Dimensions Product
mm AT 5 T b | K ] ™ | Code
6 30 10 4 3.0

10 HCRL 6-4

10 30 10 4.5 10 40  HCRL10-6
16 40 19 5.5 10 40  HCRL166
40 19 5.5 10 45  HCRL16-10
25 40 21 7.5 10 40  HCRL256
40 21 7.5 10 45  HCRL25-10
50 21 7.5 19 55  HCRL25-16
35 40 21 8.5 10 45  HCRL35-10
55 21 8.5 19 55  HCRL35-16
60 21 8.5 21 7.5  HCRL 35-25
50 45 22 9.5 10 45  HCRL50-10
55 22 9.5 19 55  HCRL50-16
55 22 9.5 21 75  HCRL50-25
60 22 9.5 21 8.5  HCRL50-35
70 60 24 115 19 55  HCRL70-16
60 24 115 21 7.5  HCRL70-25 ¢ A .
60 24 115 | 21 8.5  HCRL70-35 i
60 24 11.5 22 95  HCRL70-50 P s ‘
95 65 27 135 21 7.5  HCRL 95-25
65 27 135 21 85  HCRL95-25 AT § ‘I """" 7.,
70 27 135 22 9.6  HCRL95-50 v [ b, e ¥
70 27 135 24 115 HCRL95-70
120 70 30 155 21 85 HCRL120-35
70 30 155 = 22 | 95 | HCRL120-50
75 30 155 24 115 HCRL120-70
75 30 155 o7 13.5 HCRL 120-95
150 70 30 165 22 95  HCRL150-50
75 30 165 24 115 HCRL150-70
80 30 16.5 27 135 HCRL150-95
80 30 165 30 155 HCRL150-120
185 75 32 185 24 115 HCRL185-70
80 32 185 27 13.5 HCRL 185-95
85 32 185 30 15.5 HCRL 185-120
85 32 185 30 165 HCRL185-150
240 85 38 215 27 135 HCRL240-95
90 38 215 30 15.5 HCRL 240-120
90 38 215 30 165 HCRL240-150
95 38 715 1) 18.5 HCRL 240-185
300 95 42 235 30 15.5 HCRL 300-120
95 42 235 30 165 HCRL300-150
100 42 235 32 18.5 HCRL 300-185
105 42 235 38 215 HCRL300-240

Note: All Dimensions in mm



Tinned Copper Reducing Links

Material: E-Copper e Finish : Electro Tinned

Cable Product

400

110 26.5 16,5 HCRL 400-150
110 55 265 32 185 HCRL 400-185 < ! 2
125 55 26.5 38 215 HCRL 400-240 “_“ =
125 55 26.5 42 23.5 HCRL 400-300 A=l

500 115 55 30 32 185 HCRL 500-185 A F———— Sl
120 55 30 38 215 HCRL500-240 3 ; fN B
125 55 30 42 23.5 HCRL 500-300
140 55 30 55 26.5 HCRL 500-400

Note: All Dimensions in mm

BW Cable Gland (4 Part)

Application: For Use with armour or braided cable, secures armouring & provides electrical continuity between armour & gland
entry component mainly used in dry and indoor condition.

Design Features : BS 6121 : part 1 : 1989, 3 part armour lock with cone and lock ring provided for additional Grip to the armour.
Ingress Protection : IP3X

Also available in CIEL (Cast Integral Earth Lug) for orders add ‘C’ to Prod. Code.

Cable Dimensions S B i
Accomodate =Lt 2NSioNs

Under Overall ISO Entry ?eprlnjgr‘;;:( Hexagon Size Pradiict

Armour Dia. B Thread 5
Dia. A N ST Across  Across Code

Max. mm Dia.  Length | shouider| flat  comers

165 8.00 12.00 M16 20.00 20.00 2200 HBW-16S
161 8.60 13.50 M16 9.00 20.00 20.00 22.00 HBW-16L
208 12.30 17.00 M20 9.00 20.00 22.00 2400 HBW-20S
2010 14.30 20.00 M20 9.50 20.00 25.00 27.00 HBW-20L
5 192.00 23.25 M25 9.50 22.00 31.00 34.00 HBW-258§
251 20.40 27.00 M25 92.50 22.00 3350 37.00 HBW-25L
B 23.50 28.50 M32 9.50 25.00 35.00 3850 HBW-32S5
S215 26.50 33560 M32 H510) 25.00 40.00 4500 HBW-32L
408 31.00 750 M40 1250 25.00 4450 49.00 HBW-40S
40 L 33.00 41.50 M40 1250 25.00 48.50 54.00 HBW-40L
508 32.50 48.00 M50 1250 28.00 56.50 6350 HBW-50S8
50 L 44.00 54.00 M50 1250 30.00 61.00 68.00 HBW-50L
638 50.50 60.50 M63 14.00 33.00 69.50 77.00 HBW-63S
B3 56.00 65.00 Mé63  14.00 33.00 75.50 8450 HBW-63L
758 62.50 72.00 M75 14.00 40.00 83.50 93.00 HBW-75S§
TAsH) B 67.50 78.50 M75 14.00 40.00 89.50 99.00 HBW-75L
908 75.00 85.00 M20 20.00 48.00 100.00 110.00 HBW-9205
90 L 78.00 88.50 M20  20.00 48.00 102.00 11500 HBW-90L




CW Cable Gland (4 Part) Spla/ﬂ’v UK

Application: For use with armour cable, secures armouring & provides electrical continuity between armour & gland entry
component. Also provides a seal on the outer sheath of the cable thus ensuring mechanical strength and no damage to cable
sheathing. With compression type sealing Technigue these are used for both indoor and outdoor in all climatic conditions as it is
weatherproof & waterproof.

Design Features: BS 6121 : part 1: 1989, 4 part armour lock with cone and lock ring provided for additional Grip to the armour.
Ingress Protection : IP 66

Also available in CIEL (Cast Integral Earth Lug) for orders add ‘C’ to Prod. Code.

Cable Dimensions D assise
o ] b
Accomodate

Under | Overall ISO Entry Approx Hexagon Size Brodiict

Dia. A Max from Across  Across Code
Mok L Dia. Length | ¢houlder| flat  corners

16 S 8.00 11.00 M16 10.00 40.00 20.00 23.00 HCW-16S
FoIl 9.00 13.00 M16 10.00 40.00 20.00 23.00 HCW-161L
208 i AL 10) 15.00 M20 10.00 42.00 22.00 2400 HCW-20S
20 L 14.30 12.00 M20 10.00 42.00 26.00 29.00 HCW-20L
258§ 14.80 23.60 M25 10.00 44.00 31.00 3400 HCW-258
257 U 20.70 27.00 M25 10.00 44.00 34.90 38.00 HCW-25L
S5 26.50 31.00 M32 10.00 46.00 41.00 4570 HCW-32S
FN 27.00 32.50 M32 10.00 46.00 41.25 46,00 HCW-32L
40 S 3170 37.00 M40 13.50 50.00 55.00 50.00 HCW-40S
40 L 33175 39.00 M40 13.50 50.00 49.00 5400 HCW-40L
508 392.80 46.00 M50 14.00 57.00 56.00 62./0 HCW-50S
100 1) 44.00 50.00 M50 14.00 57.00 62.30 69.50 HCW-50L
63 S 50.50 59.00 M63  14.00 70.00 7250 81.00 HCW-63S
63 L 56.00 62.00 M63 14.00 61.00 76.00 85.00 HCW-63L
I5:5 62.70 71.00 M75 15.00 65.00 85.00 95,00 HCW-75S
asy Ll 67.90 77.50 M75 15.00 66.00 91.00 103.00 HCW-75L
20 S 76.00 84.00 M20 20.00 80.00 100.00 110.00 HCW-90S
90 L 78.00 892.00 M20 20.00 82.00 103.00 11400 HCW-90L

Armour | Dia.B Thread length

Vo
S




A1/ A2 Cable Gland SplasivU K

Application: For Use with all unarmoured cables with rubber outer sheath . Secures outer sheath of cable.Displacement seal
concept makes it suitable for Indoor and Outdoor application.

Design Features : Outer displacement seal.

Cable Dimensions Ghind Bifmensions
Accomodate = :

Under | Overall ISO Entry Approx Hexagon Size S

Armour | Dia.B Thread length o
Dia. A Ma. from | Across Across Code

M. i Dia. Length | ohouider flat corners

mm Dmm | Emm F mm G mm H mm

16 S 3.50 7.00 M16 10.00 20.00 21.00 2400 HA2-16S

16 L 4.50 8.50 M16 10.00 22.00 21.00 2400 HAZ-16L
208 8.00 11.50 M20 10.00 24.00 22.00 2400 HA2-20S
20 L 11.00 14.00 M20 10.00 24.00 24.00 2600 HAZ2-20L
255 14.00 17.50 M25 10.00 25.00 27.00 30.00 HA2-258§
251 17.50 20.00 M25 13.00 26.00 30.00 33.00 HAZ-25L
328 20.00 23.00 M32 13.00 28.00 36.00 40.00 HA2-32S
321 23.00 26.00 M32 1400 28.00 36.00 40.00 HA2-32L
40 S 26.00 29.00 M40 15.00 31.00 44.00 49.00 HA2-40S
40 L 30.00 33.00 M40 15.00 31.00 46.00 50.00 HA2-40L
508 33.00 40.00 M50 15.00 33.00 55.00 61.00 HA2-50S8
50 L 38.00 44.00 M50 15.00 33.00 58.00 6400 HAZ-50L
638 44.00 50.00 M63 15.00 35.00 67.00 7400 HA2-635S
63 L 50.00 55.00 M63 15.00 35.00 69.00 7600 HA2-63L
¥5.5 56.50 62.00 M75 15.00 35.00 78.00 8700 HA2-75S§
75 L 62.00 65.00 M75 15.00 35.00 81.00 90.00 HAZ2-75L
908 68.00 75.00 M%0 20.00 50.00 100.00 112.00 HAZ2-90S
90 L 68.00 78.00 M%0 20.00 50.00 100.00 11200 HA2-90L
100L  78.00 89.00 M™M100 2200 50.00 112.00 12500 HAZ2-100L




Single
Gland

Compression Type Brass Cable SPW‘/ UK

For Unarmoured Cable

Application:
component.

For use with unarmoured cable, secures and provides electrical continuity between unarmour cable and gland entry
Also provides a seal on the outer sheath of the cable thus ensuring no damage to cable sheathing. These are used

both indoor and outdoor, in all climatic conditions as it is weatherproof & waterproof.

Cable Dimn. | Nipple Entry = o ;
Overall Dia. Thread Cable Gland Dimensions Product

Code

14.0
16.0
16.0
18.0
20.0
23.0
30.0
30.0
33.0
38.0
45.0
49.0
55.0
61.0
67.0
73.0
80.0
83.0
925.0

12:08 “10.0) || 3/8* 11.5 a BIAL) 155 20.5 18.0 HC 3/8"
150 100  4/2" | 12 12.0 15.0 155 8.5 250 220 3.0 HiG 12
16.0 100 5/8" 16 145 16.5 18.5 8.0 240 21.0 25 HC 5/8"
165 140 3/4" 19 145 3 (7L 192.0 8.5 26.0 23.0 25 HC 3/4"
VES 6l /8N 22 14.5 20.0 18.5 8.5 290 250 3.0 HC 7/8"
20151 =485 |42 25 20.5 23.0 2510 9.0 33.0 290 3.0 HeE="

2750 P22 5 A= 1788 N28 240 28.0 28.5 10.5 40.0 35.0 £3589 HE1-1/8"
275 265 1-1/4" 32 27.0 32.0 345 11.0 46.0 40.0 3.5 HC 1-1/4"
3301 229:6. 1-3/8" 35 295 35.5 345 11.0 50.0 44.0 40 HE 3785
FLO) 835 1-1/42" 328 33.0 325 38.0 1136 54.0 47.0 40 HEA T
40.0 375 1-3/4" 45 40.0 445 440 115 62.0 54.0 4.5 HC 1-3/4"
430 435 2" 50 45.0 51.5 50.0 13.0 69.0 60.0 5.0 HC 2"

52.0 49.0 2-1/4" 57 515 58.0 565 13.0 78.0 68.0 5.0 HC 2-1/4"
560 645 2-1/2" 63 57.5 62.5 63.0 14.0 82.0 720 5.0 G N
670 615 2-3/4" 70 63.5 69.0 69.0 15.0 20.0 80.0 5.0 HC 2-3/4"
73101 665 | 3 75 68.0 75.0 75.0 16.0 99.0 87.0 55 HE3

740 725 3-1/4" 82 75.0 81.5 82.0 16.0 105.0 920 6.0 HC 3-1/4"
83.0 80.5 3-1/2" 88 81.5 86.5 88.0 16.0 1150 | 1020 6.0 HE 3-172"
950 840 4" 100 920 101.0 100.0 17.0 126.0 1100 (308 HC 4"

105.0 108.0 100.0 4-1/2" 112 1070 109.0 1050 20.0 148.0 1295 75 HC 4-1/2"

Nickel

b D

Plated Brass Cable Gland With

PG Thread For Unarmoured

Material : Brass BS2874 CZ121

Finish : Nickle plated

Product . Product

Application PG -7 HPG -7 PG-21 ||HRG-21
Outdoor / Indoor for use all breaded PG-9 HPG -9 PG - 29 HPG - 29
unarmored cable fittings

PG -4 HPG - 11 PG - 36 HPG - 36
Size in PG PG-135 HPG-135 PG-42 HPG-42

From PG -7 to PG - 48

PG 16 HPG - 16 PG - 48 HPG - 48



Nickel Plated Brass Gland - IP68 Rating
Metalic Thread

This Metal Gland is a new unique product that is very different from traditional metal glands.
* |P68 rating - the highest possible

e Superior strain relief

* Nickel-plated brass for corrosion protection

* |Incorporates a unique camera shutter principle, which protects the cable

MF

e Fully insulated by plastic insert [ /4;\
* Neoprene seal for fluid tightness i
The Perfect gland for unarmoured PVC, XPLE, and other synthetic cables.
Mounting Thread Min. Max. Width Product Brass nickle plated
A Dia. | Bleng. |Cab.Ran.|Cab.Ran.| A/F Code Polyamide 6 insert - (self extinguishing)
(mm) (mm) (mm) (mm) (mm) Neoprene seal - (self extinguishing)
12.0 50 30 6.0 14.0 HIP68 -12 40 Neoprene O-Ring - (self extinguishing)
16.0 5.0 5.0 10.0 17.0 HIP68 -16 20 Continuous Operating Temperature
20.0 6.0 8.0 13.0 220 HIP68-20 20 -20 to + 100°C
250 7.0 11.0 17.0 27.0 HIP68 -25 10 . .
Chemical Resistance
32.0 8.0 15.0 21.0 340 HIP68-32 5 Resistant to normal organic solvents, mineral,
40.0 8.0 19.0 28.0 43.0 HIP48-40 3 animal, and vegetable oils and fat, petrol.
50.0 2.0 26.0 35.0 55.0 HIP68-50 1 ;
Threading
63.0 10.0 32.0 42.0 65.0 HIP68-63 1 According to IEC 423, EC 423A and EN 60423
IP rating
IP68

Nickel Plated Brass Gland - IP68 Rating

PG Thread
Min. Max. Width SR
A Dia. B Leng. |Cab. Ran. | Cab. Ran. A/F Code
(mm) (mm) (mm) (mm) (mm)
7.0 6.0 20 2.0 14.0 HIP 68 -7
9.0 6.0 4.0 8.0 17.0 HIP 68 - 2
11.0 6.0 5.0 10.0 20.0 HIP 68 - 11
13.5 7.0 6.0 120 22,0 |[HIP68-135
16.0 7.0 9.0 14.0 240 HIP 68 - 16
21.0 8.0 12.0 17.0 30.0 HIP 68 - 21
29.0 8.0 18.0 250 26.0 HIP 68 - 29
36.0 16.0 22.0 320 50.0 HIP 68 - 36
42.0 16.0 30.0 38.0 58.0 HIP 68 - 42

48.0 16.0 32.0 42.0 34.0 HIP 68 - 48



Nylon Cable Tie Spla/gm UK

Material : Nylon 66, 94V-2 certificated by UL. Hearesisting, Acid & erosion control, insulate well and not apt to age.
Operating Temperature : -35°C to 85°C
Color : Natural{or White, Standard color), UV black and other colors are available as requested.

Size Length Width  |Bundle Dia.| Tensile Strength
= (mm) (mm) (Lbs) (Lbs)
25 o5t .

2.5x 60 2 3/8" 2]
2.5x%x80 3 3/16" 25 2-16 18 8
2.5x100 4" 5 2=32 18 8
2.5x120 4 3/4” 7icea 2-30 18 8
2.5x150 6" 25 2/=35 18 8
2.5 x160 61/4" Pty 2-40 18 8
2.5 %200 8" 2. 2-50 18 8
3.6 x 100 4" 35 =32 40 18
3.6 x 150 6" 35 3-8b 40 18
3.6 x 180 T 35 3-42 40 18
3.6 x 200 8" i Bi=50 40 18
3.6 x 250 10" 3.5 3-65 40 18
3.6 x 280 1t 35 3-70 40 18
3.6 x 300 11 5/8" 35 3-80 40 18
3.6 x370 14 1/2" B 3-102 40 18
4.8x120 4 3/47 4.8 3-24 50 22
4.8 x180 7 4.8 3-42 50 22
4.8 x 200 8" 4.8 3=50 50 22
4.8 x 250 10" 4.8 3-65 50 22
4.8 x 280 14 4.8 370 50 22
4.8 x 300 11 5/8" 4.8 3=82 50 22
4.8 x 350 13 3/4" 4.8 3=-90 50 22
4.8 x 380 11 4.8 3-102 50 22
4.8 x 400 15 3/4" 4.8 3-105 50 22
4.8 x430 a 7 4.8 3-110 50 22
4.8 x 450 17 3/4" 4.8 3-130 50 22
4.8 x 500 SBELE I b o 4.8 =150 50 22
4.8 x 550 2111/16" 4.8 3-160 50 22
2150 6" 7.2 3-33 120 55
7.2 x 200 g" 7.2 350 120 55
7.2 x 250 10” i, 4-63 120 Hh
7.2 x 300 11 5487 7.2 4-82 120 55
7.2 x 350 13 3/4" 7.2 4-90 120 55
7.2 x380 14 1/4" 7.2 4-98 120 55
7.2 x 400 15 3/4" 7.2 4-105 120 55
7.2 x 450 17 3/4" i 4-118 120 Hh
7.2 x 500 SBE I i o 7.2 4 -150 120 15557
7.2 x 550 2144167 7.2 8-160 120 55
9 x 450 17 3/4" 9.0 T =425 120 80
9 x 500 19 11/16" 2.0 12 - 150 120 80
9 x 550 211/16" 2.6 8-160 120 80
9 x 600 23 2/3° 9.0 12 =45 175 80
9 x 650 25 9/16" 9.0 8-190 175 80
9 x 700 20802 9.0 2205 175 80
9 x 760 30" 2.0 10225 175 80
9 x 800 34.5° 2.6 10 - 230 1745 80
9 x 200 36 1/4" 9.0 10 - 265 175 80
9 x 1000 401/6" 9.0 10 - 295 175 80
9 x 1100 43.3" 9.0 10-3835 175 80
9 x 1200 47.2" 9.0 10-370 175 80
12 x 650 25 9/16” 12.0 14 - 190 250 114

12 x 200 36" 12.0 14 - 265 250 114



Cable Marker

Material : Made from PVC, oil and erosion control, heat resisting up to 85°C.
Structure : The inside is hollow, but elastic, the diameter can change with the needed wire.

Approx wire .
Type Markers Packing

B = O8N 5= s B0 75— 3 1000 Pcs/Roll
EE = 25 2.6-42 Q=9 1000 Pcs/Roll
E{E—2 4.2 3.6-74 ?_—;\Z 500 Pcs/Roll
EE—3 6=-10 6-10 : 250 Pcs/Roll
EC=] < o= 500 Pcs/Roll

Cable Marker : New Type

Material : Made from PVC, oil and erosion control, heat resisting up to 85°C.
Structure : The inside is hollow, but elastic, the diameter can change with the needed wire.

Approx wire -
— T e

EC—0 =055 155 [ 210=32 480 Pcs/Roll
E€-1 N075-35(3.2-143 0-~9 400 Pcs/Roll
| ) 35 -803.6- 74 A-Z 300 Pcs/Roll
EC-3 52 -10052-10:0 A 250 Pcs/Roll
EC =) 4 S T 500 Pcs/Roll

Cable Markers Strip

. L W Hole of Cable | Applicable number -
Type 4 : S ~kin
rHe mm (Inch) | mm (Inch)| tie mm (Inch) | combination (pcs.) Packing

SM-65 65(2.56) 9(0.35) 4 (0.16) 19
SM-90 90(3.54) 9(0.35) 4(0.16) 43

100Pcs
SM-110 110(4.33) 9 (0.35) 4 (0.16) 16

SM-130 130(5.12) 9(0.35) 4 (0.16) 18




Crimping Tool

HS-30J

For Insulated Terminal & Full Insulation
Connector
Applicable Range: 0.5-6mm?

LY-03C

i

For Insulated Terminal & Full Insulation
Connector
Applicable Range: 0.5-6mm?

HS-0725

A
i

For Insulated Terminal & Full Insulation
Connector
Applicable Range: 0.5-2 5mm?

SN-02C

For Insulated Terminal & Full Insulation
Connector
Applicable Range: 0.25-2 5mm?

HS-0325

For Mon - Insulated Terminals
Applicable Range: 0.5-2.5mm?

SN-02

A
i

For Mon - Insulated Terminals
Applicable Range: 0.25-2 5mm?

HS-101

For Non-Insulated Terminals & Wire Joint
Applicable Range: 1.0-10mm®

HS-103/LY-13C

f

For Wire Joint
Applicable Range: 0.5-6mm?

HS-03B

< -

For Open Barrel Terminals
(Female & Male)

Applicable Range: 1.5-6mm?
R ——

HS-11011

A
i

For Open Barrel Terminals
{Female & Male)

HS-04WF

For Insulation Cord End Terminals
Applicable Range: 1.0-6mm?

HSC8

For Insulation Cord End Terminals
6-4: 0.08-6mm?
6-6: 0.25-6mm?

HS-05WF: 0.5-6mm?

For Insulation Cord End Terminals
HS5-06WF: 0.25-6mm?
HS-16WF: &-6mm?

SN-O5WEF: 0.5-6mm?

A

For Insulation Cord End Terminals
SN-06WF: 0.25-6mm?
SN-16WF: 6-16mm?

HS-26TW

For Insulation Cord End Terminals
Applicable Range: 0.5-6mm?

HS-35WF

For Insulation Cord End Terminals
Applicable Range: 10-35mm?

HS-8: 1.25-8mm?

For Mon-Insulation Terminals
H5-14: 5.5-14mm?
HS-16: 1.25-16mm?

HS-22: 5.5-25mm?

For Mon-Insulation Terminals
HS-38: 5.5-38mm?

HX-50B: 6-50mm?

w8
e )

For Copper Terminal/Cable Lug
HX-1208: 10-120mm?
HX-1208: 25-150mm?

HX-2458: 70-240mm?

CT-38: 8-38mm?2

™

¥

For Copper Terminal/Cable Lug
CT-60: 8-60mm?

CT-80: 8-80mm?

CT-150: 16-150mm?




Stainless Steel Roller Lock Cable Ties
Uncoated

Technical Features: ==
Metallic Surface Finish

Temperature Range -80° C to +500° C

Fireproof, UV Resistant

Roller Lock Uncoated - $$304, 4.6mm Width

Max Diameter | Minimum Loop

Material Length Thickness Single Loop Tensile Strength Fgﬁ:ﬁﬁf
B T T T e T T AL

PRU44-100 55304 0.18 0.01 0.25 150 100/bag
PRU44-150 55304 0.18 4.6 6 150 0.01 0.25 1.? 43 66}' 150 100/bag
PRU44-200 55304 0.18 4.6 8 200 0.01 0.25 23 59 667 150 100/bag
PRU44-260 55304 0.18 4.6 10 260 001 0.25 31 78 667 150 100/bag
PRU44-360 55304 0.18 4.6 14 360 0.01 0.25 43 110 667 150 100/bag
PRU44-520 55304 0.18 4.6 20 520 0.01 0.25 6.3 161 667 150 100/bag
PRU44-620 55304 0.18 4.6 24 620 0.01 0.25 7.6 192 667 150 100/bag
PRU44-840 55304 0.18 4.6 33 840 0.01 0.25 10.4 263 667 150 100/bag
PRU44-1000 55304 0.18 46 39 1000 0.01 0.25 12.3 313 667 150 100/bag

Roller Lock Uncoated - 55316, 4.6mm Width
Max Diameter

Minimum Loop

- ACK AT
Length Thickness Qingip Loop Tensile Strength FSE:?};’;
-

PRU64-100 55316 0.18 0.01 0.25 150 100/bag
PRU64-150 55316 0.18 4.6 6 150 0.01 0.25 1.? 43 66}' 150 100/bag
PRU64-200 §5316 0.18 46 8 200 0.01 0.25 23 59 667 150 100/bag
PRU64-260 55316 0.18 46 10 260 0.01 0.25 31 78 667 150 100/bag
PRU64-360 55316 0.18 4.6 14 360 0.01 0.25 43 110 667 150 100/bag
PRU64-520 55316 0.18 46 20 520 0.01 0.25 6.3 161 667 150 100/bag
PRU64-620 55316 0.18 46 24 620 0.01 0.25 7.6 192 667 150 100/bag
PRU&4-840 55316 0.18 4.6 33 840 0.01 0.25 104 263 667 150 100/bag
PRU64-1000 55316 0.18 46 39 1000 0.01 0.25 12.3 313 667 150 100/bag

Roller Lock Uncoated - S5304, 7.9mm Width
Max Diameter

Minimum Loop

Width Length Thickness & ; _ | Package
blngIe Loop Tensile Qtrpngtll Quality
_Inch [ _mm_| Inch | _mm_[ Inch [ mm_ | inch | mm | N | Lbs |
PRU47-100 SS304 0.31 0.01 0.25 1335 100/bag
PRU47-150 $5304 0.31 ?.9 6 150 0.01 0.25 1.? 43 1335 300 100/bag
PRU47-200 $5304 0.31 T 8 200 0.01 0.25 23 59 1335 300 100/bag
PRU47-260 $5304 0.31 7.9 10 260 0.01 0.25 31 78 1335 300 100/bag
PRU47-360 $5304 0.31 7.9 14 360 0.01 0.25 43 110 1335 300 100/bag
PRU47-520 $5304 0.31 7.9 20 520 0.01 0.25 6.3 161 1335 300 100/bag
PRU47-620 55304 0.31 7.9 24 620 0.01 0.25 7.6 192 1335 300 100/bag
PRU47-840 $5304 0.31 T 33 840 0.01 0.25 10.4 263 1335 300 100/bag
PRU47-1000 $5304 0.31 T 39 1000 0.01 0.25 12.3 313 1335 300 100/bag

Roller Lock Uncoated - 55316, 7.9mm Width

Minimum Loop

Max Diameter

Material Width Length Thickiess Gingfe Loop Tensile Strenvth FSEZ?[’%\?
__Inch | _mm [ Inch [ mm [ Inch [ mm | inch [ mm [ N [ Lbs | °
PRU67-100 55316 0.31 0.01 0.25 1335 100/bag
PRU67-150 55316 0.31 ?.9 6 150 0.01 0.25 1.? 43 1335 300 100/bag
PRUG67-200 55316 0.31 79 8 200 0.01 0.25 23 59 1335 300 100/bag
PRU67-260 55316 0.31 7.9 10 260 001 0.25 31 78 1335 300 100/bag
PRU67-360 55316 031 7.9 14 360 0.01 0.25 43 110 1335 300 100/bag
PRU67-520 55316 0.31 7.9 20 520 0.01 0.25 6.3 161 1335 300 100/bag
PRU67-620 55316 0.31 7.9 24 620 001 0.25 7.6 192 1335 300 100/bag
PRUG67-840 55316 0.31 7.9 33 840 0.01 0.25 10.4 263 1335 300 100/bag
PRU67-1000 $5316 0.31 7.9 39 1000 0.01 0.25 12.3 313 1335 300 100/bag



Stainless Steel Roller Lock Cable Ties
Coated

Technical Features:

Black Surface Finish, Epoxy and Pure Polyester Coating
Temperature Range -80° C to +100° C

Fireproof, UV Resistant and Halogen Free

Roller Lock Coated - 55304, 4.6mm Width

Max Diameter | Minimum Loop

Material Length Thickness Single Loop Tensile Strength Fg&:ﬁﬁf
B T T T e T T AL

PRU44-100 55304 0.18 0.01 0.25 150 100/bag
PRU44-150 55304 0.18 4.6 6 150 0.01 0.25 1.? 43 66}' 150 100/bag
PRU44-200 55304 0.18 4.6 8 200 0.01 0.25 23 59 667 150 100/bag
PRU44-260 55304 0.18 4.6 10 260 001 0.25 31 78 667 150 100/bag
PRU44-360 55304 0.18 4.6 14 360 0.01 0.25 43 110 667 150 100/bag
PRU44-520 55304 0.18 4.6 20 520 0.01 0.25 6.3 161 667 150 100/bag
PRU44-620 55304 0.18 4.6 24 620 0.01 0.25 7.6 192 667 150 100/bag
PRU44-840 55304 0.18 4.6 33 840 0.01 0.25 10.4 263 667 150 100/bag
PRU44-1000 55304 0.18 46 39 1000 0.01 0.25 12.3 313 667 150 100/bag

Roller Lock Coated - S5316, 4.6mm Width
Max Diameter

Minimum Loop

- Qo
Length Thickness Qingip Loop | Tensile Strength FSEI:I‘?;’;
- '

PRU64-100 $S316 0.18 0.01 0.25 150 100/bag
PRU64-150 $5316 0.18 4.6 6 150 0.01 0.25 1.? 43 66}' 150 100/bag
PRU64-200 $S316 0.18 46 8 200 0.01 0.25 23 59 667 150 100/bag
PRU64-260 55316 0.18 46 10 260 0.01 0.25 31 78 667 150 100/bag
PRU64-360 55316 0.18 46 14 360 0.01 0.25 43 110 667 150 100/bag
PRU64-520 55316 0.18 46 20 520 0.01 0.25 6.3 161 667 150 100/bag
PRU64-620 55316 0.18 46 24 620 0.01 0.25 7.6 192 667 150 100/bag
PRU64-840 55316 0.18 46 33 840 0.01 0.25 10.4 263 667 150 100/bag
PRU44-1000 $5316 0.18 46 39 1000 0.01 0.25 12.3 313 667 150 100/bag

Roller Lock Coated - SS304, 7.9mm Width
Max Diameter

Minimum Loop

Width Length Thickness & ; _ | Package
blngIe Loop Tensile Qtrpngtll Quality
_Inch | _mm_| Inch | _mm_[ Inch [ _mm_ | inch | mm | N | Lbs |
PRU47-100 SS304 0.31 0.01 0.25 1335 100/bag
PRU47-150 $5304 0.31 ?.9 6 150 0.01 0.25 1.? 43 1335 300 100/bag
PRU47-200 $5304 0.31 T 8 200 0.01 0.25 23 59 1335 300 100/bag
PRU47-260 $5304 0.31 7.9 10 260 0.01 0.25 31 78 1335 300 100/bag
PRU47-360 $5304 0.31 7.9 14 360 0.01 0.25 43 110 1335 300 100/bag
PRU47-520 $5304 0.31 7.9 20 520 0.01 0.25 6.3 161 1335 300 100/bag
PRU47-620 55304 0.31 7.9 24 620 0.01 0.25 7.6 192 1335 300 100/bag
PRU47-840 $5304 0.31 T 33 840 0.01 0.25 10.4 263 1335 300 100/bag
PRU47-1000 $5304 0.31 T 39 1000 0.01 0.25 12.3 313 1335 300 100/bag

Roller Lock Coated - $$316, 7.9mm Width

Minimum Loop

Max Diameter

Material Width Length Thickness 9ing£e Loop Tensile Strenvth F:;i';ﬁff
_Inch | _mm [ Inch [ mm [ Inch [ mm [ Inch [ mm [ N [ Lbs |
PRU67-100 55316 0.31 0.01 0.25 1335 100/bag
PRU67-150 55316 0.31 ?.9 6 150 0.01 0.25 1.? 43 1335 300 100/bag
PRUG67-200 55316 0.31 79 8 200 0.01 0.25 23 59 1335 300 100/bag
PRU67-260 55316 0.31 7.9 10 260 001 0.25 31 78 1335 300 100/bag
PRU67-360 55316 031 7.9 14 360 0.01 0.25 43 110 1335 300 100/bag
PRU67-520 55316 0.31 7.9 20 520 0.01 0.25 6.3 161 1335 300 100/bag
PRU67-620 55316 0.31 7.9 24 620 001 0.25 7.6 192 1335 300 100/bag
PRUG67-840 55316 0.31 7.9 33 840 0.01 0.25 10.4 263 1335 300 100/bag
PRU&7-1000 $5316 0.31 7.9 39 1000 0.01 0.25 12.3 313 1335 300 100/bag



Stainless Steel Step Lock Cable Ties SPWV Uk
UnCoated

Technical Features: S T

Metalic Surface Finish
Temperature Range -80° C to +500° C
Fireproof, UV Resistant

CI

Step Lock Type Uncoated-5$5304, 7mm Width

Max Diameter | Minimum Loop

Material Length Thickness Single Loop Tensile Strength F:’;i:ﬁﬁf
B T T T e T T AL

PSU47-150 55304 0.28 150 0.012 0.30 150 100/bag
PSU47-200 55304 0.28 ?.0 8 200 0.012 0.30 2.5 64 66? 150 100/bag
PSU47-225 55304 0.28 7.0 9 225 0.012 0.30 28 71 667 150 100/bag
PSU47-250 §5304 0.28 7.0 10 250 0.012 0.30 31 80 667 150 100/bag
PSU47-300 55304 0.28 7.0 12 300 0.012 0.30 3.8 96 667 150 100/bag
PSU47-360 55304 0.28 7.0 14 360 0.012 0.30 45 114 667 150 100/bag
PSU47-450 55304 0.28 7.0 18 450 0.012 0.30 5.6 142 667 150 100/bag
PSU47-600 55304 0.28 7.0 24 600 0.012 0.30 75 190 667 150 100/bag
PSU47-610 55304 0.28 7.0 24 610 0.012 0.30 7.6 194 667 150 100/bag
PSU47-750 55304 0.28 7.0 30 750 0.012 0.30 9.4 238 667 150 100/bag
PSU47-1000 5$5304 0.28 7.0 39 1000 0.012 0.30 12.5 318 667 150 100/bag

Step Lock Type Uncoated-55316, 7mm Width

Max Diameter | Minimum Loop

Length Thickness Package

Single Loop Tensile Strength

1 T 1 o T o A .

PSU67-150 55316 0.28 150 0.012 0.30 150 100/bag
PSU&7-200 55316 0.28 ?.0 8 200 0.012 0.30 2.5 64 tfntﬂr 150 100/bag
PSU67-225 §5316 0.28 7.0 9 225 0.012 0.30 28 71 667 150 100/bag
PSU6&7-250 55316 0.28 7.0 10 250 0.012 0.30 31 80 667 150 100/bag
P5U67-300 55316 0.28 7.0 12 300 0.012 0.30 38 96 667 150 100/bag
PSU67-360 55316 0.28 7.0 14 360 0.012 0.30 4.5 114 667 150 100/bag
PSU&7-450 55316 0.28 7.0 18 450 0.012 0.30 5.6 142 667 150 100/bag
PSU67-600 55316 0.28 7.0 24 600 0.012 0.30 T 1920 667 150 100/bag
PSU67-610 55316 0.28 7.0 24 610 0.012 0.30 7.6 194 667 150 100/bag
P5U67-750 55316 0.28 7.0 30 750 0.012 0.30 9.4 238 667 150 100/bag
P5U67-1000 55316 0.28 7.0 39 1000 0.012 0.30 125 318 667 150 100/bag

Step Lock Type Uncoated-55304, 12mm Width

Max Diameter | Minimum Loop

Width Length Thickness & ; _ | Package
blngle Loop Tensile Qtrpngtll Quality
_Inch [ _mm | Inch | _mm_[ Inch | mm | Inch | mm | N | Lbs |

PSU412-150 SS304 0.47 12.0 150 0.012 0.30 1335 100/bag
PSU412-200 $5304 0.47 12.0 8 200 0.012 0.30 2.5 64 1335 300 100/bag
PSU412-225 $5304 0.47 12.0 9 225 0.012 0.30 28 71 1335 300 100/bag
PSU412-250 $5304 0.47 12.0 10 250 0.012 0.30 31 80 1335 300 100/bag
PSU412-300 $5304 0.47 120 12 300 0.012 0.30 38 96 1335 300 100/bag
PSU412-360 $5304 0.47 12.0 14 360 0.012 0.30 45 114 1335 300 100/bag
PSU412-450 55304 0.47 12.0 18 450 0.012 0.30 5.6 142 1335 300 100/bag
PSU412-600 $5304 0.47 12.0 24 600 0.012 0.30 75 190 1335 300 100/bag
PSU412-610 $5304 0.47 12.0 24 610 0.012 0.30 7.6 194 1335 300 100/bag
PSU412-750 55304 0.47 120 30 750 0.012 0.30 9.4 238 1335 300 100/bag
PSU412-1000 $5304 0.47 12.0 39 1000 0.012 0.30 12.5 318 1335 300 100/bag

Step Lock Type Uncoated-55316, 12mm Width

Max Diameter | Minimum Loop

Material Length Thickiess Gingie Loop Tensile Strength %ﬁgﬁﬁ?
ln"uﬂ_
PSU612-150 55316 0.47 12.0 150 0.012 0.30 1335 100/bag
PSU612-200 55316 0.47 12.0 8 200 0.012 0.30 2‘5 64 1335 300 100/bag
PSU612-225 55316 0.47 12.0 9 225 0.012 0.30 28 71 1335 300 100/bag
PSU612-250 55316 0.47 12.0 10 250 0.012 0.30 31 80 1335 300 100/bag
PSU612-300 55316 0.47 12.0 12 300 0.012 0.30 38 96 1335 300 100/bag
PSU612-360 55316 0.47 12.0 14 360 0.012 0.30 45 114 1335 300 100/bag
PSU612-450 §5316 0.47 12.0 18 450 0.012 0.30 5.6 142 1335 300 100/bag
PSU612-600 55316 0.47 12.0 24 600 0.012 0.30 7.5 190 1335 300 100/bag
PSU612-610 $5316 0.47 12.0 24 610 0.012 0.30 7.6 194 1335 300 100/bag
PSU612-750 55316 0.47 12.0 30 750 0.012 0.30 9.4 238 1335 300 100/bag

PSU612-1000 55316 047 120 39 1000 0.012 0.30 125 318 1335 300 100/bag



Stainless Steel Releasable Lock Cable Tie Spla/gfl/ UKk
Coated

Stainless Steel Releasable lock cable ties features single structured strip with unique buckle design which can be bent over to

provide special strength for reliable and easy installations. The Cable ties are releasable and can be unfastened for reuse giving
it a distinct advantage in using for multiple installations over long time period.

Technical Features:
PPA 571 Coating

Black Surface Finish

Temperature Range -80° C to +150° C

Fireproof, UV resistant and Halogen Free

Product Features:

PPA 571 (Performance Polymer Alloy Coating)
Releasable and reusable

Available in AISI 316 non-magnetic stainless steel grade
Provides good abrasion and impact resistance

Fast and Easy installations

Provides high corrosion resistance

Flexible at low temperatures

Protects cable from damage

Smooth rounded edges

Non-Flammable, Non-Toxic

Excellent resistance to stress cracking on bending
Used in indoor, outdoor and underground applications

Releasable Lock Type PPA Coated- S5316, 6.35mm Width

Max Diameter | Minimum Loop

3 i Thickness : : Package

Material Single Loop Tensﬂe Strength Quality

PRPC66-152 55316 1/4 6.35 152 0.043 1.10 1469 330 100/bag
PRPC66-229 55316 1/4 6.35 9 229 0.043 1.10 2.5 63 1469 330 100/bag
PRPC66-305 55316 1/4 6.35 12 305 0.043 1.10 3.4 86 1469 330 100/bag
PRPC66-457 55316 1/4 6.35 18 457 0.043 1.10 5.4 137 1469 330 100/bag
PRPC66-610 55316 1/4 6.35 24 610 0.043 1.10 7.3 185 1469 330 100/bag
PRPC66-762 $5316 1/4 6.35 30 762 0.043 1.10 9.1 231 1469 330 100/bag
PRPC66-914 55316 1/4 6.35 36 914 0.043 1.10 11.0 280 1469 330 100/bag

Releasable Lock Type PPA Coated- SS316, 9.53mm Width

Max Diameter | Minimum Loop

: i Thickness : : Package

Material Single Loop Tensﬂe Strength Quality

PRPC69-152 S5316 3/8 9.53 152 0.043 1.10 2003 100/bag
PRPC69-229 55316 3/8 9.53 9 229 0.043 1.10 2.5 63 2003 450 100/bag
PRPC69-305 55316 3/8 9.53 12 305 0.043 1.10 34 86 2003 450 100/bag
PRPC69-457 55316 3/8 9.53 18 457 0.043 1.10 5.4 137 2003 450 100/bag
PRPC69-610 $5316 3/8 9.53 24 610 0.043 1.10 7.3 185 2003 450 100/bag
PRPC69-762 S5316 3/8 9.53 30 762 0.043 1.10 9.1 231 2003 450 100/bag

PRPC69-914 55316 3/8 9.53 36 914 0.043 1.10 11.0 280 2003 450 100/bag



Our Location:

Green Star Electrical Trading
Near Deira Park Hotel, Naif - Deira
Dubai - U.A.E.
P.O.Box: 56387
Tel: +971 4 221 1890 | Fax: +971 4 221 1891
Email: gset786@gmail.com




