





CH/42 CH/40-CH/50 CH/41

Angle bracket 38mm "C" Bracket (BD2) 45mm Channel to furring clip
Galvanised Mild Steel. Galvanised Mild Steel. Galvanised Carbon Steel Wire

Thickness 1.5mm dia. Thickness 0.80mm/0.60mm 2.5mm dia.

Packed 200 per box or Packed 500 per box Packed 500 per box.

100 per bag- 100 per box Weight per 100 CH/40 (1.56 kg) Weight per 100 (0.63kg)

Weight per 100 (1.50 kg) CH/40 (1.17 kg)

CONCEALED ZED AND CEE SYSTEM

CH/34
CH/11 Wall spring clip
CH/27 19 mm Zed connector crm
CH/28 38mm Performed wire clip
CH/29 63 mm Performed wire clip P
CH/31 38 mm Channel to zed spring clip CH e
CH/32- CH/33 Straight wire clip @
CH/34 Tight up clip @
CH/35 Spline s
CH/36 Cross tee noggin (600 mm spline) CH/14
CH/37
CH/38
CH/39
CH/28
CH/11 CH/27 CH/29
Wall spring clip 19 mm Zed connector 63 mm Performed wire clip
Spring Steel 0.45mm thick. Galvanised Mild Steel Galvanised Carbon Steel Wire.
Standard Finish : B Thickness 0.5 mm 2.5 mm dia.
Packed 200 per box Packed 500 per box. Packed 500 per box

Weight per 100 (0.78kg) Weight per 100 (2.25kg) Weight per 100 (0.86 kg)




CH/31

38 mm Channel to
zed spring clip
Galvanised Carbon Steel
Wire 2mm dia.

Packed 500 per box.
Weight per 100 (0.41kg)

CH/35
Spline
Coated Mild Steel

Packed 100 per box
Weight per 100 (2.1 kg)

CH/12-CH/13 Direct suspension clip

CH/14 Nailing bracket

CH/15 Universal hold down clip
CH/16-CH/17 Hold down clip
CH/18-CH/ 19 Wall spring clip
CH/20 Universal hold down clip
CH/21 Direct suspension plate
CH/25 Hold down clip

CH/26 Hold down clip (Glass fibre boards)

CH/32-CH/33

Straight wire clip

Galvanised Carbon Steel Wire.

3 mm dia.
Packed 500 per box.

CH/34

Tight up clip
Galvanised Mild Steel
Thickness 0.9 mm
Packed 250 per box.
Weight per 100 (3.06kg)

CH/36

Cross tee noggin
(600 mm spline)
Coated Mild Steel
Thickness 0.5 mm
Packed 100 per bundle.
Weight per 100 (7.96 kg)

EXPOSED GRID SYSTEM

CH/14

CH/22
CH/23

CH/24

CH/17

CH/19




CH/12-CH/13

Direct suspension clip

Galvanised Mild Steel 1.5mm thick.

Packed 55/12 100 per box
55/13 100 per box

CH/14

Nailing bracket
Galvanised Mild Steel
1.5 mm thick.

Packed 100 per box
Weight per 100 (2.80 kg)

CH/15

Universal hold down clip
Spring Steel, 0.45mm thick
Standard Finish: Black

Packed 500 per box

Weight per 100 (0.44 kg)

CH/16-CH/17
Hold down clip
Spring Steel, 0.4mm thick
Standard Finish: Black
Packed 500 per box
55/16 (0.28 kg)

55/17 (0.23 kg)

CH/18-CH/19
Variable hold down clip

Spring Steel, 0.35mm thick
Standard Finish: Black
Packed 500 per box

CH/20

Universal hold down clip
To suit board thickness 16-40mm
Spring Steel, 0.35mm thick
Standard Finish: Black

Packed 500 per box

Weight per 100 (0.33kg)

CH/21

Direct suspension plate
Galvanised Mild Steel

1.5mm thick.

Packed 500 per box

Weight per 100 (1.60 kg)

CH/25

Hold down clip
Board clip accommodates

Spring Steel, 0.457mm thick
Standard Finish: Black
Packed 500 per box

Weight per 100 (0.29kg)

(9.53mm) and (12.7mm) thickness board.

CH/26

Hold down clip (Glass fibre boards)

To suit various board thickness
Spring Steel, 0.35mm thick
Standard Finish: Black

Packed 500 per box

Weight per 100 (0.47kg)



SPRING TEE SUSPENSION SYSTEM

CH/28 38mm Performed wire clip
CH/42 Perimeter wedge

Adjustable

Suspension System

CH/47

CH/44
CH/45

CH/43 Full tee bar connector o CH/46 CH/48
CH/44-CH/45 Rigid clip (Assembly) s
CH/46 Bottom fixing clip
CH/48 Tee lock CH/43
CH/28 CH/42 CH/43
38mm Performed wire clip Perimeter wedge Full tee bar connector
Galvanised Carbon Steel Wire 2.5mm dia. Galvanised Mild Steel Ga'lvamsed Mild Steel
Packed 100 per bag. Thickness 0.5mm. Thickness 0.5mm.
500 per box or 1000 per box Packed 200 per box Packed 250 per box
Weight per 100 (0.61kg) Weight per 100 (6.00kg) Weight per 100 (3.43 kg)
CH/44-CH/45 CH/46 CH/48
Rigid clip Assembly Bottom fixing clip Tee lock

(Assembly 55/44)

M5 x 65mm bolts and nuts
Packed 100 per box
Weight per 100 (8.40 kg)

Galvanised Mild Steel
Thickness 1.5mm.
Packed 1000 per box
Weight per 100 (1.80 kg)

Galvanised Mild Steel, Thickness 0.5mm.

Packed 500 per bag 1000 per box
Weight per 100 (0.80 kg)



Variation in Length availableExample:
Using 300 mm Bottom Hanger and 300mmTop Hanger
Minimum overall length is 300mm(B)

Maximum overall length is 550mm (A+B) ADJ U STAB I. E S U S P E N S I O N

] HANGING SYSTEM
£
£) ne
<& <
3
CH/22 3mm - CH/23 4mm Double spring clip
CH/37-CH/38-CH/39 Channel bracket
gﬁﬁ CH/50 Bottom hanger with hook fixing
CH/23 CH/51 Top hanger with 90 screw fixing
z 3 dmm CH/52 Extension rod 3 or 4 mm dia
s CH/53 Bottom hanger with open hook
Length Length Length Length
or Bottom or Bottom or Bottom or Bottom
Hanger Hanger Hanger Hanger
N A B B A+B
250mm 250mm 250mm 450mm
300mm 300mm 300mm 550mm
R ! 300mm 500mm 500mm 750mm
300mm 600mm 600mm 850mm
cH/so 300mm 750mm 750mm 1000mm
300mm 1000mm 1000mm 1250mm
Bottom hanger with hook fixing 300mm 1200mm 1200mm 1450mm
Available 3 or 4mm dia. For use with 300mm 1500mm 1500mm 1750mm
channel bracket. Galvanised Mild Steel Wire. 300mm 2000mm 2000mm 2000mm
Packed 50 per bundle. 300mm 3000mm 3000mm 3000mm

Weight per 100 -3mm, 1.99kg. 4mm, 3.53kg

Economical quantities of Hanging Rods with
non-standard lengths can always be made upon request.

Using an Extensions Rod, with an additional Spring Clip,
will increase any of the above lengths as follows:

55/52 100=950mm  55/52 100=1150mm

CH/24

CH/37
CH/38
CH/39

CH/53

Bottom hanger with open hook

CH/51 CH/52

Top hanger with 90° screw fixing | EXteNnsion rod 3 or 4 mm dia

. . . (Rod Hanger) Available 3 or 4mm dia
Galvanised Mild Steel Wire. For use with main runner
Packed 50 per bundle. Galvanised Mild Steel Wire.
Available 3 or 4mm dia Packed 50 per bundle.

55/52 100, 1000mm Weight per 100 -
3mm - 5.87kg 3mm, 1.99kg, 4mm, 3.53kg
4mm - 10.81kg

55/52 120, 1200mm,
3mm - 7.11kg
4mm -13.10kg

Galvanised Mild Steel Wire.
Packed 50 per bundle.
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